


Figure 1: Evacuate Cylinder
• If performing liquid recovery, arrange hoses as in-

dicated in Fig. 2.
• If performing vapor recovery,  arrange hoses as

indicated in Fig. 3.
• Evacuate cylinder with vacuum pump through a

gauge set placed in the vapor line, or through an
access port on the recovery machine, if available.

Do not close cylinder valves.

Figure 2: Liquid Recovery
Recovery machine draws vapor from the cylinder and
uses this vapor to push liquid out of the system back
into the cylinder.
• Vapor valve is at top of cylinder
• Liquid valve is at bottom
If also performing vapor recovery:
• Close liquid valve when the sight glass clears,

BEFORE turning off the recovery machine.
• Use gauge set on vapor line to transfer hoses on

recovery machine to configuration in Fig. 3.

Figure 3: Vapor Recovery
Vapor recovery operations are performed normally,
with access to the cylinder only through the vapor
valve. Close bottom valve on cylinder.

Complete all recovery operations, including purging
procedures for the recovery unit, before closing the
vapor valve.
Once cylinder valves are closed no more refriger-
ant can be added to the cylinder.

Procedures for Using EZ ONE-SHOT Recovery Cylinder

Maximum Shipping Weight of Recovered Refrigerant in EZ ONE-SHOT Recovery Cylinder

Refrigerant Max Shipping Wt./lbs. Refrigerant Max Shipping Wt./lbs.

53C/B/A704-R9321-R
33A804-R6322-R
73A904-R34411-R
33A014-R63a431-R
63005-R63B/A104-R
63205-R43B/A204-R
13705-R13A404-R

The information contained herein is based on technical data which we believe to be reliable and is intended for use by persons having technical skill,
at their own discretion and risk.  National Refrigerants, Inc. makes no warranties, either expressed or implied, regarding the merchantability or fitness
of this product and assumes no liability for consequential damages resulting from the use or misuse of this product.
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