REFRIGERANT GRADE

PROPANE

NETWEIGHT:
1lb. (45 kgs)

4 PRESSURE-TEMPERATURE CHART h

1/ JWJM Pressure (psig) I IJWIM Pressure (psig)
-40 1.4 65 101.4
-35 34 70 110.2
-30 57 75 119.5
=25 8.1 80 129.3
-20 10.7 85 139.7
-15 13.6 90 150.5
-10 16.7 95 161.9

5 20.1 100 173.9
0 237 105 186.5
5 276 110 199.6

10 31.8 115 2134

15 36.3 120 227.8

20 411 125 2429

25 46.3 130 258.7

30 51.8 135 2751

35 57.7 140 2923

40 63.9 145 310.2

45 70.6 150 3289

50 77.6 155 3484

55 85.1 160 368.7

60 93.0

@ues from NIST Refprop 8.0

Red Figures (IN Hg) Vacuum

R-290

# Refrigerant Grade Propane

@ Meets AHRI Standard 700 specifications
# Valve: CGA 165: 1/4"SAE FLARE

4 Non-odorized

4 Contains 16 oz. by weight

PRODUCT SAFETY:

# Extremely flammable

# Requires adherence to proper safety procedures when storing, handling,
transporting and using this product

@ Use only in accordance with equipment manufacturer’s instructions
@ Use only tools and equipment certified for use in hazardous areas
# Store and transport in upright position

# Refer to Safety Data Sheet (SDS)

National Refrigerants, Inc.
11401 Roosevelt Boulevard
Philadelphia, PA 19154

Tel: 800.262.0012

fax: 215.698.7466

web: www.refrigerants.com
e-mail: info@refrigerants.com



